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APPLICATION CHART

★★★★ High Performance - Excellent Cutting speed and life.  ★★★ Good Performance - Cutting speed and life.  
★★  Recommended - Acceptable Cutting speed and life.  ★ Acceptable - Will do the job. ✗ Not Suitable

Granite

Engineering Blocks

Old Cured Concrete

Clay Pipes

Dense Clay Bricks

Clay/Hard Pavers

Hard Facing Bricks

Concrete Paving Slabs

Reinforced Concrete Lintels

Cured Concrete

Concrete Pipes & Kerbs

Medium Facing Bricks

Hard Sandstones

Slate

Medium Block Pavers

Concrete Roofing Tiles

Medium Sandstones

Asphalt Over Concrete

Breeze Blocks

Green Concrete

Asphalt

Lignacite & Aerated Blocks

Mild Steel Rods & 
Reinforcement

Scaffolding Tube

Ceramic Tiles
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APPLICATION CHART

★★★★ High Performance - Excellent Cutting speed and life.  ★★★ Good Performance - Cutting speed and life.  
★★  Recommended - Acceptable Cutting speed and life.  ★ Acceptable - Will do the job. ✗ Not Suitable.
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Platinum
PROFESSIONAL

∅∅ speed segment
(mm) (rpm) height (mm)

PH11522 115 x 22 13300 10
PH12522 125 x 22 12300 10
PH23022 230 x 22 6650 10
PH30020 300 x 20 6360 10
PH35025 350 x 25 5450 10

Platinum Hard (PH)
For hard non-abrasive products. Very Hard Concrete,
class A engineering bricks, 65-100 Newton clay
paviours, hard flint aggregate concretes. Reinforced
concrete lintels, kerbs and hard paving slabs. 
Hard clay roof tiles, hard slate.

∅∅ speed segment
(mm) (rpm) height (mm)

PGP11522 115 x 22 13300 10
PGP12522 125 x 22 12300 10
PGP23022 230 x 22 6650 10
PGP30020 300 x 20 6360 10
PGP35025 350 x 25 5450 10
PGP45025 450 x 25 3395 10

Platinum General Masonry (PGP)
For extensive use on wide range of products
including most medium aggregate concretes. General
masonry products, stock paving bricks, most roofing
tiles and hard sandstones.

∅∅ speed segment
(mm) (rpm) height (mm)

PAM11522 115 x 22 13300 10
PAM12522 125 x 22 12300 10
PAM23022 230 x 22 6650 10
PAM30020 300 x 20 6360 10
PAM35025 350 x 25 5450 10
PAM45025 450 x 25 3395 10

Platinum Abrasive (PAM)
For abrasive materials including breezeblocks, soft
facing bricks, abrasive refractory materials, fire bricks,
cellular concrete bricks, soft sandstone and other
lightweight abrasive materials.

Blades 300mm and over include 15mm undercut
protection segments.

∅∅ speed segment
(mm) (rpm) height (mm)

PA30020 300 x 20 6360 10
PA35025 350 x 25 5450 10
PA45025 450 x 25 3395 10

Platinum Asphalt (PA)
For use on Asphalt, some asphalt over concrete,
medium to soft sandstone, abrasive blocks,
breezeblocks, green concretes, and other highly
abrasive applications. 

Blades 300mm and over include 15mm undercut
protection segments.

∅∅ speed segment
(mm) (rpm) height (mm)

PMR115622 115 x 22 x 6 13300 10
PMR125622 125 x 22 x 6 12300 10

Platinum Mortar Raking
For cutting out expansion joints, chasing and
raking out mortar from brickwork.

The Belle Professional range of double laser welded 10mm high segmented diamond products
have been designed to give good speed of cut and long life and give excellent value for money. 
Excellent rental revenues per unit.
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Gold
CONTRACT

∅∅ speed segment
(mm) (rpm) height (mm)

GH11522 115 x 22 13300 10
GH12522 125 x 22 12300 10
GH23022 230 x 22 6650 10
GH30020 300 x 20 6360 10
GH35025 350 x 25 5450 10
GH45025 450 x 25 3395 10

Gold Hard (GH)
For hard non-abrasive products. Very Hard Concrete,
class A engineering bricks, 65-100 Newton clay
paviours, hard flint aggregate concretes. Reinforced
concrete lintels, kerbs and hard paving slabs. Hard
clay roof tiles, hard slate.

∅∅ speed segment
(mm) (rpm) height (mm)

GGP11522 115 x 22 13300 10
GGP12522 125 x 22 12300 10
GGP23022 230 x 22 6650 10
GGP30020 300 x 20 6360 10
GGP35025 350 x 25 5450 10
GGP45025 450 x 25 3395 10

Gold General Masonry (GGP)
For extensive use on wide range of products including
most medium aggregate concretes. General masonry
products, stock paving bricks, most roofing tiles and
hard sandstones.

∅∅ speed segment
(mm) (rpm) height (mm)

GAM11522 115 x 22 13300 10
GAM12522 125 x 22 12300 10
GAM23022 230 x 22 6650 10
GAM30020 300 x 20 6360 10
GAM35025 350 x 25 5450 10
GAM45025 450 x 25 3395 10

Gold Abrasive (GAM)
For abrasive materials including breezeblocks and
soft facing bricks, abrasive refractory materials,
firebricks, cellular concrete bricks, soft sandstone and
other lightweight abrasive materials.

Blades 300mm and over include 15mm undercut
protection segments.

Gold Asphalt (GA)
For use on Asphalt, some asphalt over concrete,
medium to soft sandstone, abrasive blocks,
breezeblocks, green concretes, and other highly
abrasive applications.

Blades 300mm and over include 15mm undercut
protection segments.

∅∅ speed segment
(mm) (rpm) height (mm)

GA30020 300 x 20 6360 10
GA35025 350 x 25 5450 10
GA45025 450 x 25 3395 10

The Belle Gold range of 10mm high double laser welded diamond products are a range of high
quality blades specifically designed to provide good productivity levels at the lowest
possible cost per unit.
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Silver Plus
TRADE

∅∅ speed segment
(mm) (rpm) height (mm)

S+H11522 115 x 22 13300 10
S+H12522 125 x 22 12300 10
S+H23022 230 x 22 6650 10
S+H30020 300 x 20 6360 10
S+H35025 350 x 25 5450 10
S+H45025 450 x 25 3395 10

Silver Plus Hard (S+H)
For hard non-abrasive products. Very Hard Concrete,
class A engineering bricks, 65-100 Newton clay
paviours, hard flint aggregate concretes. Reinforced
concrete lintels, kerbs and hard paving slabs. 
Hard clay roof tiles, hard slate.

∅∅ speed segment
(mm) (rpm) height (mm)

S+GP11522 115 x 22 13300 10
S+GP12522 125 x 22 12300 10
S+GP23022 230 x 22 6650 10
S+GP30020 300 x 20 6360 10
S+GP35025 350 x 25 5450 10
S+GP45025 450 x 25 3395 10

Silver Plus 
General Masonry (S+GP)
For extensive use on wide range of products
including most medium aggregate concretes. 
General masonry products, stock paving bricks, 
most roofing tiles and hard sandstones.

∅∅ speed segment
(mm) (rpm) height (mm)

S+AM11522 115 x 22 13300 10
S+AM12522 125 x 22 12300 10
S+AM23022 230 x 22 6650 10
S+AM30020 300 x 20 6360 10
S+AM35025 350 x 25 5450 10
S+AM45025 450 x 25 3395 10

Silver Plus Abrasive (S+AM)
For abrasive materials including breezeblocks, soft
facing bricks, abrasive refractory materials, fire bricks,
cellular concrete bricks, soft sandstone and other
lightweight abrasive materials.

Blades 300mm and over include 15mm undercut
protection segments.

Silver Plus Asphalt (S+A)
For use on Asphalt, some asphalt over concrete,
medium to soft sandstone, abrasive blocks,
breezeblocks, green concretes, and other highly
abrasive applications. 

Blades 300mm and over include 15mm undercut
protection segments.

∅∅ speed segment
(mm) (rpm) height (mm)

S+A30020 300 x 20 6360 10
S+A35025 350 x 25 5450 10
S+A45025 450 x 25 3395 10
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Silver
DIY

The Silver range 10mm high diamond blade has 
high diamond concentration and is for use by the
general building trades that want a blade with the 

correct performance cost ratio that surpasses 
other blades in this price range.

Silver General Masonary (SGP)
For extensive use on wide range of products including
most medium aggregate concretes. General masonry
products and building media, stock paving bricks,
most roofing tiles and hard sandstones.

∅∅ speed segment
(mm) (rpm) height (mm)

SGP11522 115 x 22 13300 10
SGP12522 125 x 22 12300 10
SGP23022 230 x 22 6650 10
SGP30020 300 x 20 6360 10

The Bronze range 10mm high diamond blade has 
high diamond concentration and is for use by the
general building trades that want a blade with the 

correct performance cost ratio that surpasses 
other blades in this price range.

Bronze General Purpose (BGP)
For extensive use on a wide range of products

including most medium aggregate concretes.

General masonry products and building media, stock

paving bricks, most roong tiles and hard sandstones.

∅∅ speed segment
(mm) (rpm) height (mm)

BGP11522 115 x 22 13300 10
BGP12522 125 x 22 12300 10
BGP23022 230 x 22 6650 10
BGP30020 300 x 20 6360 10

Bronze
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Specialist Blades
PROFESSIONAL RANGE

The Platinum range of blades have a 10mm high
segment with high diamond concentration. 

A good quality low cost blade.

All Purpose Segmented Blade (PSS)
PSS is a true all purpose blade most suited to hard
materials, general purpose applications and some
abrasive products including mild steel. Exceptional Life.

All Purpose Turbo Blade (PST)
PST is a true all purpose blade most suited to hard
materials, medium hardness products including mild
steel. Very Fast Clean Cutting.

∅∅ speed segment
(mm) (rpm) height (mm)

PST23022 230 x 22 6650 10
PST30020 300 x 20 6360 10
PST35025 350 x 25 5450 10

∅∅ speed segment
(mm) (rpm) height (mm)

PSS23022 230 x 22 6650 10
PSS30020 300 x 20 6360 10
PSS35025 350 x 25 5450 10
PSS45025 450 x 25 3395 10
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Specialist Blades
PROFESSIONAL RANGE

Platinum Universal Xtra (PUX)
A special fast cutting universal design for all Concrete
(including Green Concrete), Asphalt (including
Asphalt over Concrete) Masonry Materials (such as
Concrete Paving Slabs & Brick) including drop
segments for undercut protection.

∅∅ speed segment
(mm) (rpm) height (mm)

PUX30020 300 x 20 6360 12
PUX35025 350 x 25 5450 12
PUX45025 450 x 25 3395 12

Mult-Segment Blade (MSH)
This 10mm segment blades with its specially adapted
"slot profile" is specifically designed for fast, clean
sharp cutting of dense hard materials and general
purpose products such as reinforced lintels, hard
masonary products, clay pipes and all common
building materials. Long life with exceptional
performance.

∅∅ speed segment
(mm) (rpm) height (mm)

MSH230 230 x 22 6650 10
MSH300 300 x 25 6360 10
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Continuous Rim
PROFESSIONAL RANGE

Continuous Rim Marble Cutting 
Diamond Blade (CRM)
For precision cutting of very hard materials such as
marble, very hard tiles, dense tiles and brittle tiles.  

Continuous Rim Tile Cutting 
Diamond Blade (CRT) 
For precision cutting of hard materials such as
granite, ceramic tiles, quarry tiles, floor tiles and slate
tiles. Very high diamond concentration giving long life.

∅∅ speed segment
(mm) (rpm) height (mm)

CRT10522 105 x 22 15300 8
CRT11022 110 x 22 15300 8
CRT11522 115 x 22 13300 8
CRT12522 125 x 22 12300 8
CRT15022 150 x 22 10185 10
CRT18022 180 x 22 8730 10
CRT20022 200 x 22 7600 10
CRT23022 230 x 22 6650 10
CRT25022 250 x 22 6415 10
CRT30020 300 x 20 6360 10
CRT35025 350 x 25 5450 10

∅∅ speed segment
(mm) (rpm) height (mm)

CRM10522 105 x 22 15300 8
CRM11022 110 x 22 15300 8
CRM11522 115 x 22 13300 8
CRM12522 125 x 22 12300 8
CRM15022 150 x 22 10185 10
CRM18022 180 x 22 8730 10
CRM20022 200 x 22 7600 10
CRM23022 230 x 22 6650 10
CRM25022 250 x 22 6415 10
CRM30020 300 x 20 6360 10
CRM35025 350 x 25 5450 10
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Dry Core Dril l  

Dry Core Drill (DC)
A Professional range of dry core drills for the drilling of general masonry
materials with  castellated 10mm high segments  and high diamond
concentration. 

Extention Rods description
and Adaptors

a) HEXPAK 13mm HEX adaptor + 200mm masonry bit + drift

b) SDSPAK 13mm SDS adaptor + 200mm masonry bit + drift

c) HEXEXT 13mm HEX extension bar 250mm long

d) SDSEXT 13mm SDS extension bar 250mm long

e) HEXADA 13mm HEX adaptor

f) SDSADA 13mm SDS adaptor

g) 200MB 13mm Masonary bit 200mm length

h) DRIFT Drift key

∅∅ length segment
(mm) (mm) height (mm)

DC22300 22 300 10
DC28300 28 300 10
DC32150 32 150 10
DC38150 38 150 10
DC48150 48 150 10
DC52150 52 150 10
DC65150 65 150 10
DC68150 68 150 10
DC78150 78 150 10
DC82150 82 150 10
DC91150 91 150 10
DC102150 102 150 10
DC107150 107 150 10
DC117150 117 150 10
DC127150 127 150 10
DC152150 152 150 10
DC162150 162 150 10
DC178150 178 150 10
DC187150 187 150 10
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Dry Core Set

Professional 
Dry Core Set 3 Piece

It includes core drills of 

28mm Dry Core

52mm Dry Core

107mm Dry Core

SDS Adaptor

13mm Hex Adaptor

Professional Dry Core Set 5 piece

High quality and concentration of diamond.

Extra Depth 10mm Segments.

Set Includes:

38mm Dry Core 11/2" Pipe

52mm Dry Core 13/4" Pipe

65mm Dry Core 21/2" Pipe

117mm Dry Core 41/2" Pipe

127mm Dry Core 5" Pipe

240mm 13mm Hex Extension Bar

240mm SDS Extension Bar

13mm Hex Adaptor

SDS Adaptor

200mm Masonry Pilot 
Guide Drill

Drift Key

Sturdy carrying case for 
easy storage and portability.

All fittings and connections 1/2" BSP



Applications
Belle core drills are used by professionals involved in the
plumbing, heating and ventilation installation industries; by
electricians and in general construction. 
To obtain the best results from your Belle dry core drill, here are
some simple guidelines:- 

1 First drill a 13mm pilot hole completely through the wall.

2 Attach your Belle dry core drill and adaptor to your electric
percussion/impact drill.

3 The power tool should have a motor of at least 850watts and
a built-in safety clutch.

4 Rotational speed should be 900 - 1300rpm. 

5 Do not use the drill’s hammer action, use ‘rotary’ only setting.

6 Clear debris from the hole at regular intervals. Dust build up in
the hole will cause excessive wear to the diamond core drill.

7 Do not stop the diamond core drill when entering or exiting
the hole.

8 Allow the diamond tool to do the work. Only exert minimum
pressure.

9 Keep the core drill level at all times.

10 The larger the core drill the slower the drilling speed should be. 

General
1 The correct specification blade has been selected for the

application.

2 The machine selected for the operation is of the correct
specification and has been serviced to a standard that
complies to the manufacturer's service recommendations.

3 That the machine complies or exceeds all relevant health and
safety regulations.

4 That the area of operation is clean and tidy and complies
with any need for barriers, signs, warning notices etc.

5 That the operator has been properly trained and certified for
machine operation and health and safety regulations.

6 That in the case of electrically powered machines, the
machine is of the correct voltage and that the site supply is
adequate both in terms of power supply and compliance to
site electricity supply regulations.

7 Always ensure that when fitting a blade the machine is
disconnected from the power source and the correct tools
are used.

8 That the site is free of pets and children.

Cores can be ordered separately once used from your local
distributor.
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Dry Core Set
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Using the Diamond product ensure that:
1 The blade or bit is operating at the manufacturer's

recommended speed.
2 The blade or bit is being fed into the work at a suitable rate.
3 In the case of wet cutting an adequate supply of water 

is available.
4 The blade or bit is in a suitably undamaged condition.
5 The blade is never twisted or forced in the cut.
6 The blade is gradually lowered into the material being cut.
7 The material being cut is not hand or foot restrained.
8 The blade and machine are periodically inspected for wear 

or damage.

For your personal safety always ensure that you:

1 Wear suitable ear defenders.

2 Wear suitable foot wear.

3 Wear suitable eye protection.

4 Wear suitable protection against dust.

5 Wear suitable clothing.

6 Read the instructions carefully.
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Wet Core Dril l

Wet Core Bit Hard (WCH)
A professional range of wet core bits with high
diamond concentration and 10mm segments. 
For use on reinforced concretes and hard materials.

Wet Core Bit Abrasive (WCA)
A professional range of wet core bits with high
diamond concentration and 10mm segments.
For use on abrasive and asphalt materials. 

∅∅ speed segment
(mm) (rpm) height (mm)

Abrasive Materials, Blocks & Asphalt

WCA4045 45 1800 10
WCA4052 52 1500 10
WCA4065 65 1250 10
WCA4078 78 1250 10
WCA4082 82 1050 10
WCA4091 91 950 10
WCA40102 102 950 10
WCA40107 107 950 10
WCA40110 110 950 10
WCA40112 112 760 10
WCA40127 127 640 10
WCA40152 152 640 10
WCA40162 167 640 10
WCA40178 1178 540 10
WCA40187 187 540 10
WCA40200 200 540 10
WCA40212 212 440 10
WCA40225 225 360 10
WCA40250 250 300 10
WCA40300 300 250 10
WCA140350 350 220 10
WCA40400 400 180 10
WCA40450 450 160 10

∅∅ speed segment
(mm) (rpm) height (mm)

Hard Materials & Reinforced Concrete

WCH1045 45 1000 10
WCH1052 52 800 10
WCH1065 65 650 10
WCH1078 78 550 10
WCH1082 82 450 10
WCH1091 91 450 10
WCH10102 102 380 10
WCH10107 107 320 10
WCH10110 110 320 10
WCH10112 112 320 10
WCH10127 127 320 10
WCH10152 152 280 10
WCH10162 162 240 10
WCH10178 178 240 10
WCH10187 187 240 10
WCH10200 200 180 10
WCH10212 212 180 10
WCH10225 225 180 10
WCH10250 250 150 10
WCH10300 300 125 10
WCH10350 350 110 10
WCH10400 400 90 10
WCH10450 450 80 10

Extention Rods and Adaptors description

a) UNCF2M500 500mm 1, 1/4" UNC (F) to 1, 1/4" UNC (M)

b) UNCF2M400 400mm 1, 1/4" UNC (F) to 1, 1/4" UNC (M)

c) UNCF2M300 300mm 1, 1/4" UNC (F) to 1, 1/4" UNC (M)

d) UNCF2M200 200mm 1, 1/4" UNC (F) to 1, 1/4" UNC (M)

e) UNCF2M100 100mm 1, 1/4" UNC (F) to 1, 1/4" UNC (M)

f) BSPF2UNCF 1/2" BSP (F) to 1, 1/4" UNC (F)

g) BSPF2UNCM 1/2" BSP (F) to 1, 1/4" UNC (M)

h) BSPM2BSPM 1/2" BSP (M) to 1/2" BSP (M)

i) BSPF2BSPM250 250mm 1/2" BSP (F) to 1/2" BSP (M)

j) BSPF2BSPM300 300mm 1/2" BSP (F) to 1/2" BSP (M)

For use with the above Wet Core Bits

Other sizes available upon request.

Retipping service available.




